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CHAMPLIN #1 MINING CLAIM

LOCATED IN SECTIONS 33 AND 34, T.135., R.4W.,, S L.B. & M.
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NARRATIVE

THIS SURVEY WAS DONE TO ESTABLISH AND MARK LOCATION OF A PLACER
CLAIM DISTURBED AREA. SURVEY REQUESTED BY NEPHI SANDSTONE.

REGUESTED SURVEYED DESCRIPTION

BEGINNING AT A POINT S 00°34’'04” E, 1336.74 ALONG THE SECTION LINE AND
N89'50'45"W, 178.19 FEET FROM THE EAST 1/4 CORNER OF SECTION 33
TOWNSHIP 13 SOUTH, RANGE 4 WEST, SALT LAKE BASE AND MERIDIAN: thence N
89'50°'45” W a distance of 37.82 feet; thence N 62°35'54” W a distance of
231.57 feet; thence N 81°10°'04" W a distance of 74.61 feet: thence N
66'02'29" W a distance of 96.60 feet; thence N 53'58'55" W a distance of
140.18 feet; thence N 50°'40'57" W a distance of 156.91 feet; thence N
48'18°'07" W a distance of 151.19 feet; thence N 49°38'27" W a distance of
117.92 feet; thence N 63°43'38” W a distance of 81.52 feet: thence N
62'12'48" W o distance of 145.13 feet: thence N 78'31'48” W o distance of
67.50 feet; thence N 82'52'51" W a distance of 35.14 feet; thence N
07°07°09” E a distance of 12.00 feet; thence S 82'52'51" E a distance of
35.59 feet; thence S 78'31'48" E a distance of 69.67 feet; thence S
62°'12'48" E a distance of 146.69 feet; thence S 6343'38” E a distance of
82.84 feet; thence S 49°38'27" E a distance of 119.54 feet; thence S
48'18'07" E a distance of 151.08 feet; thence S 50°40°57” E a distance of
156.31 feet; thence S 53'58'55" E a distance of 107.26 feet: thence N
01°31°30" W a distance of 306.14 feet; thence S 77°34’12” E a distance of
258.47 feet; thence S 63'30'39” E a distance of 86.16 feet; thence S

14'32°46” £ a distance of 411.37 feet to the point of beginning, having an
area of 143072.83 square feet, 3.285 acres.

SURVEYOR'S CERTIFICATE

L, STEPHEN L. LUDLOW DO HEREBY CERTIFY THAT | AM A REGISTERED
PROFESSIONAL LAND SURVEYOR IN THE STATE OF UTAH IN ACCORDANCE WITH
TITLE 58, CHAPTER 22, PROFESSIONAL ENGINEERS AND LAND SURVEYORS
ACT; AND THAT | HAVE COMPLETED A SURVEY OF THE PROPERTY DESCRIBED
ON THIS PLAT IN ACCORDANCE WITH SECTION 17-23-17 AND HAVE VERIFIED
ALL MEASUREMENTS, AND HAVE PLACED MONUMENTS AS REPRESENTED ON

THIS PLAT. | FURTHER CERTIFY THAT THIS PLAT IS A CORRECT REPRESENTATION

OF THE LAND SURVEYED AND HAS BEEN PREPARED IN CONFORMITY WITH THE
MINIMUM STANDARDS AND REQUIREMENTS OF THE LAW.
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